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RANGE RESOLUTION OF TARGETS USING AUTOMATIC DETECTORS

INTRODU CT ION

There are two adverse effects of closely separated targets on automat ic detectors .
First, a target can lie within the reference cells of the other target , causing the estimated
threshold to ue too large and resulting in the other target not being detected ( target sup-
pression). Second, if the targets are close, the detections from both targets are merged
and a single targe t is reported ( targets are not resolved). The problem of target suppres-
sion has received some attention , and the papers of Urkowit z and Peny ( 1 ) ,  Tru nk et al.
[2], and Rickard and Dillard 131 propose solutions by removing large returns from the
reference cells. The problem of ran ge resolution of targets has received littl e attention
and is the subject of this report .

The probability of resolving targets is not only a function of target separation but
also a function of the signal strengths. However , it has usually been assumed that if tar-
gets are large enough to be detected , they can be resolved if th ey are separated by a
pulsewidth or , equivalently, lie within different ran ge cells ( 4 )  - In practice th is resolution
criterion is rarely achieved. The basic problem is that the shape of the returned pulse
from a target is rarely known in a realistic radar environment. There are several reasons
for this. First , the targets are not point scatterers but are complex scatt erers . Second ,
even from a point scatterer the shape of the returned pulse is seldom known because of
uncertain ties in the transmitted pulse and receiver bandwidth in addition to spreading of
the pulse due to reflections from nearby objects such as buildings , towers , and masts.

The purpose of this report is to investigate and recommend the type of video and
thresholding that should be used in automatic detection systems so that closely spaced
targets can be resolved . Since there is uncerta inty about the shape of t I . e  returned pulse,
the optimal resolution system will not be considered . Instead an algorithm that is
presently being used in several systems will be used in this study to merge multiple
detections from a single target and to resolve multiple detections from different targets.
The algorithm for a 3D radar is discussed in the next section.

RESOLUTION ALGORITHM

The antenna beam positions for a typical 3D surveillance radar are shown in Fig. 1.
Consequently, depending on the target size and location , the target can be detected in
several azimuth-elevation beam positions. Furthermore the target can be detected in
adjacent range cells. Thus it is not unusual for a large-cross-section target to be detected
in as many as 10 range .azimuth -elevation cells. Consequently an algorithm (decision rule)
is required to merge these detections (threshold crossings) into a single centroided detec.
tion.

Manu script submitted October 26 , 1977.
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Fig. I — Antenna beam posit ions ror a typical 3D
radar. The circles represent 3-d B contour s of the
antenna beam at differ ent scanning positions.

The algorithm selected for this study decides whether a new detection is adjacent to
any of the previously determined set of adjacen t detections. If the new detection is adja-.
cent to any detection in the set of adjacent detections, it is added to the set. If it is not
adjacent to any detection in the set, the next detection is considered . Two detections
are adjacent if two of their three parameters (range , azimuth , and elevation ) are the same
and the othe r parameter differs by the resolution element: ran ge resolution cell AR ,
azimuth beamwidth 0, or elevation beamwidth 

~~~
. To avoid roundoff errors, the new

detection is added to the previous set of adjacent detections if any of three conditions
are satisfied for any kth detection in the set of K detections. The first condition is

IR -R ~ I~~ 1.2AR ,

IA .-A k I ’~~O.1O ,

IE-EkI ’~~O.1~.v,

the second condition is

IR _ R k I~~~O l i ~R ,

IA -A k I~~ 1.20 ,

IE -EkI~~ 0.17,
and the third condition is

IR - R k I ‘~~0 1~ R ,

IA —A k I ~~~O.lO ,

IE -E k I ~ 1.27,
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where R , A , and E and R k , A k and E~ are the range, azimuth , and elevation of the
detection being tested and the kth detection in the set of adjacent detections respectively.
Therefore the 13 detections in Fig. 2 are merged into three centroid ed detect ions. The
detections in the largest grouping of adjacent detections are (R 1 A 1 E3), (R 1A 1E2),
(R 1A 2E 1), (R 1A 3E1), (R 2A 1E2) , (R 2A 1E1), (R 2A 2E1), and (R 3A 1E 1 ). The second
largest grouping is (R 2A 2E3), (R 3A 1E3), (R 3A 2E3), and (R 3A 3E3). The final grouping
contains the single detection (R 3A 3E1).

The estimates of range R , azimuth A , and elevation E for the K adjacent detections
K�: Sk R k

R =

Sk A k

and

E = - ~~~
_

Sk Ek

where 8k is the signal power associated with the kth adjacent detection.

3
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Fig. 3 — Variations of the basic detector. T Is the threshold . p either Is the mean of all the
reference cells or is the smaller (the minimum ) of the means of the reference cells at only the
right and of the reference cells at only the left F is a fixed number , and a is the variance.

Many types of detection schemes are possible. The collection of detectors considered
is discussed in the next section.

DETECTION CLASS

The basic detector uses the reference cells surrounding the test cell to generate a
threshold to which the test cell is compared . Variations of this basic detector are shown
in Fig. 3. The set of detectors uses either linear or log video, either al the reference cells
or the half with the minimum mean value , and either a one-parameter (mean ) threshold or
a two-parameter (mean and variance) threshold.

Generally M pulses are integrated in each range cell and beam position , yielding the
integrated signals

zj = ~~ 
• (1)

where is the returned envelope-detected signal from the ith pulse in the jth range cell.
For 3D radars, M usually equals one or two. Then the mean value (depending on whether
the number of reference cells NR on one side of the test cell are used or the total number
of reference cells 2NR are used) is given by

1 
NR

Z1 = ~~
-
~~

-—
~~~~~~ (Z1~1~1 +Z,...1_~) ,  (2)

R
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NR

or 

— 

‘~ i - I  
Z,,1,4 , (3)

2; = 
~~~~~~~~~~~~~~ ~~~~~ (4)

The corresponding mean squares are

Z1 — ~~~~~~~~~~~~~~~ ~~~~~ + ~~~~~~ (5)

and 

= 

~~~~

- ~~ Z~~ 4 1 , (6)

i~=~~ ’~~ Z~ 1 1 , (7)

and the standard deviation is

= [j ~ (Z) 2]I’2 , (8)

where and use the same refere nce cells. The two-parameter threshold is (51

2~~~Z, +F 0o1, (9)

regardless of whether linear or log video is being used. The parameter F0 is used to set
the false alarm rate. (The two.parameter threshold for log video has dubious meanin g,
since the threshold can be dominated by the shape of the density function near zero.)
The one-parameter threshold is

T1 F02 (10)

for linear video and

T~=F 0 +Z, (11)

for log video.

5
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G. V .TRUNK

Finall y, detections are declared by comparing 2, to T1, with a target being declared
if Z~ )‘ 7~. Since it is difficult to analytically evaluate the resolut ion properties of the
various detectors , simulation techniques were used .

SIMULAT ION

Before considering the simulation of the detector, let us consider the tar get g omctry .
Two targets at the same azimuth and elevation are separat ed in range by a dist ance AD .
where 1.5~~R < if) < 3.5A.R, with ~ R being the width of the ran ge-r esolution cell. The
signal-to-noise ratio for each tar get is 20 dB per pulse when the target is in the center of
a range-azimuth-elevation cell. Finally, in one example , a third target is placed in the
reference cells, seven range cells away from the first target. A detailed desc r iption of the
simulation of the detector subroutine is given in App endix A.

In this simulation the tar get was unif ormly distributed in ran ge and azimuth in the
center range-azimuth cell. The ran ge cell dimension was the 3-d B pulse width, and adja r nt
azimuth beam positions crossed at the 1.6-d B point. The targets were placed in the center
of the elevation beam. Since the signal energy is down 36 dB in adjacent elevation beam
positions crossing at the 3-d B point , only one elevation beam was simulated. Finally,
only one pulse was used (no integration ), and ten reference cells were used on either side
of the test cell.

The detector subroutine declares target detections by generating pulse-to-pulse video
returns , integrating the returned signal , arid comparing it to an adaptive threshold which
is generated from the surrounding reference cells. In addition to the range-azimuth cell
in which the targe t is present , signal ener gy is placed in adjacent ran ge cells (only one on
either side) according to a ((sin x ) fx I 2  pulse shape and in adjacent azimuth beams ( again
only one on either side) accordin g to a [(si n x)/x 14 antenna pattern. Thus, in each
elevation beam position the target can be detected in nine range -azimuth cells (three range
cells times three azimuth cells).

MONTE CARLO RESULTS

The first case simulated consisted of the two targets separated by 1.5 , 2.0, 2.5, 3.0,
and 3.5 range cells. For each separation ten rep etitions were used . The results using all
the reference cells or using the half of the reference cell with the smaller mean value are
given in Table 1. When the target separation is 1.5AR , almost always only one target is
declared regardless of the video, reference cells, or thr esholding employed . However , when
all the reference cells are used and the target separation is Larger , the one-para meter
thresholds correctl y identify the presence of two targets, but the two-parameter threshold
generally declares no targets. The targets are suppressed when two-parameter th resholding
is used because a target in the reference cells has a great effect on the estimation of the
noise variance but has little effect on the estimation of the mean. When the reference
cells with the smaller mean are used and the target separation is 2.5AR or greater , all
detectors correctly identif y the presence of two targets.

The second case simulated consisted of two targets separated by 15 , 2.0, 2.5, 3.0,
and 3.5 range cells and a th ird target 7.0 ran ge cells from the firs t target. Table 2 shows

6
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Table 1 —  Number of Targets Detected in the Case of Two Targets Separated
by 1.5, 2.0, 2.5 , 3.0, or 3.5 Range-Cell Dimensions AR

No. of Times a Given No. of Targets were Detected
Out of Ten Opportunit ies

Target Linear Detector , Linear Detector, Log Detector,
T p + F o  T ’uFption

Zero One Two zerol Ow’ ~~~~~~ zer 7 One Two J Three
Targets Target Te~r~~~ TarEets~Tar~et ~~~~~~ Targets Target Tarpt~ Targets

Threshold Based on All Reference Cells

1.5AR 1l~tIIII I i14$’~ ft
2.OA.R Ufl III ii i41t UH l#t lilt
2.5AR I4~~Mt I 11411111 I .1141 III I
3.OAR ~M DII  I I Jilt Hit
3.5AR U~tIII II 11111111 1141114t

Threshold Based on Minimum of Reference Cells

1 . R  
-__ _ _  _ _ _ _  __ —— __ _ _

2.OAR 31ff 1111 MI J1K~~ 1111 JIlt
2.5AR Jilt illi’ IIIIJHI’
3.OAR 144t.IIlt JHtJHT
3.5AR JI1tJU~ ~H1JHt iHHIK

that the log detector using the reference cells with the smaller mean value has the best
perfor inance and thus should be used.

To determine more accurately the resolution capability of the log detector using the
minimum of the reference -cell means , the distance between the two targets was increased
from 1.OAR to 3.5A.R in steps of 0.1AR , and for each separation 40 rep etitions were
run. The results of this simulation are given in Fig. 4. The probability of correc tly
resolving the two targets appears fai rly linear from 1.7AR to 2 6AR. Search techniques
corroborated that the function

P(N = 2IA.D) = 0,

= 1 .7AR <AD < 2.6AR ,

= 1, 2.6AR~~~A.D,

where P(N = 2IAD ) is the probability that two targets are detected when the two targets
are separated by distance AD, is the best fit whether the mean-square error , maximum
error , or absolute error is used as the goodness-of-fit criterion. The goodness-of- fi t error
can be reduced by a factor of 2 if the following (more complicated ) expression is used :

7
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0. V . TRUNK

Table 2 — Number of Targets Detected in the Case of Two Targets Separated by 1.5 , 2.0 ,
2.5, 3.0, and 3.5 Range-Cell Dimensions AR and a Third Target 7.0 Rang e Cells From the
First.

No. of Times a Given No. of Targets Were Detected
Out of Ten Opportunities

Separa-
tion of Linear Detector, Log Detector ,

First lwo T F p
Targets - -______ _ _ _ _ _ _ _  _ _ _ _ _ _  _ _ _ _ _ _ _

Zero One Two Zero One Two
Targets Target Targets Targets Targe t Targets

Threshold Based on :\ll Reference Cells

1.5AR UHi li l I
2.OAR .11111 1111 1111 11411
2.5AR I 114111 II
3.OA.R III III  l i ii II 1111111
3.5AR I 114111 II 3HtUft

Threshold Based on Minimum of Reference Cells

1.5AR 111t111t 1Ht Jl4t
2.OAR lii i 31411 l i i i  JIIt I
2.5AR I 14111111 ilitlIft
3.OAR 101 14111 141tJ41t
3.5AR III .Ult II 144t114t

P(N = 2IAD ) = 0, AD < 1.66AR ,

= 0.88(AD - 1.66 R)I ~ R, 1.66AR ~ AD < 2.16AR ,

= 1 - 0.56 exp[- 5.87(AD - 2.16)/AR I , 2.16AR < AD .

CONCLUSION

For resolving closely spaced targets, log video should be used and the threshold
should be of the form T = p + F where the mean p is the smaller of the two means
calculated from the reference cells on either side of the test cell and F is a fixed number.
This procedure does not allow a few large return s in the reference cells to raise the
detection threshold appreciably. Thus this procedure will not suppress spiky clutter
and should not be used without an MTI in the clutter regions.

When the adjacent-detection merging algorithm is used, the probability of resolving
targets does not rise above 0.9 until the targets are separated by 2.5 pulse widths. If this
resolution is not adequate, it can be improved by using other resolution algorithms which

8
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Fig. 4 — Resolution capability of log detecto r which uses refere nce cells with the
minimum mean

depend on assuming a returned pulse shape . If the pulse-shape assumption is correct , one
should be able to resolve targets to within (approximately) a pulse width.
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Appendix A

SUBROUTINE DET3D

Subroutine DET3D should be called for every target and elevation mode as long as
the difference between the center of the elevation beam of the radar mode and the target
elevation angle is less than the 3-dB elevation beamwidth . The purpose of the routine is
to declare target detections by generating pulse-to-pulse video returns , integrating the
returned signal, and comparing it to an adaptive threshold which is generated from the
surrounding reference cells. Detections can be made in either adjacent range cells or
adjacent azimuth beam position in addition to the range .azimuth cell in which the target
is present. Thus , in theory a radar mode can report nine detections of a single target.

The subroutine initially tests whether appropriate input parameters are less than pre .
assigned values : the number of pulses integrated M is less than 32, number of reference
cells NR on each side of the test cell is less than 10, and the absolute value of the clutter
correlation coefficient p is less than 1.0. If any parameter exceeds its limit , an error
message is printed, and one exits from the subroutine.

Next M times the signal-to-clutter-plus-noise ratio is compared to 2. If the value is
less than 2, one declares that the target is not detected , the number of detections of the
Ith target by the Jth mode [NDET3( I , J) ) is set to zero , and one exists from the sub-
routine .

The deta il simulation is begun by finding all the targets which lie within the reference
cells of the NTARth target. The list of interfering targets (INF) is initialized by setting
INF(1) = NTAR , and the corresponding signal power SNREF( 1) is set equal to the target
power S. The remaining interfering targets are found by calling subroutine RESOL which
calculates the number of interfering targets (NI), lists the index of the interfering targets
in the array INF , and lists the corresponding signal powers in P.

The main azimuth do loop, which generates the azimuth beam positions on either
side of the azimuth beam position with maximum gain , first generates the azimuth beam
position 0 proceeding the maximum .gain beam position. This beam position is given by

0 = O~ (K5 + IAZ — 2), (Al)

where IAZ = 1, 0B is the azimuth angle between complete elevation scans, and K0 is the
integer defined by

K0 = integer [(A - O)/OB + 0.5], (A2)

in which A is the target azimuth and 0 is the azimuth an gle of the first elevation scan.

11
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In the simulation the video return is generated in only the reference cells surrounding
the target. Thus, to save computer storage, only 25 range cells are saved , and the target
is always placed in the 13th range. Consequently the range to the start of the fi rst range
cell is

Rs = AR(KRS - 13), (A3)

where iXR is the range-cell dimension and KRS is the integer defined by

KRS = integer [R/ARI, (A4 )

with R being the target range.

The first step in generating the radar video return is to generate the signal (ta rget)
return in the appropriate range cells. Specifically, the index of the first range cell is

Np = 1 l - NR , (A5)

and the index of the last range cell is

N~, = l 5 + NR . (A6)

Thus, if NR = 10, the signal must be placed in all 25 ran ge cells. The signal return for the
ith pulse and the jth range cell (S~ ) and an indicator of signal in the jth range cell 1(j) are
initially set to zero for all I and j. Then , the signal return from each of the NI interfering
targets lying within the reference cells is generated. For the kth target this is accomplished
by first generating the appropriate fluctuating ampli tudes Fth for the ith pulse, if the valid
fluctuating amplitudes have not been calculated previously: IKEY(N TAR) = 1 indicates
that F~k has been calculated previously for Swerling cases 1 and 3 (scan-to.scan fluctua-
tions) for either a previous azimuth or elevation beam position. If Fth needs to be
calculated (either the first time for Swerling cases 1 and 3 or every time for Swer ling
cases 2 and 4), F,k is given for the appropriate Swer ling case (NSW) by the following, in
which the b~ are independen t random variables uniformly distributed between 0 and 1:

• For NSW = 0 (nonf luctuating target)

~~k
= 1 ’ i 1 ,...,M; (A7)

• For NSW = 1 (scan-to-scan fluctuations , Rayleigh density )

Fik ~~— log(U 1 ), i~~ 1,...,M; (A8)

• For NSW = 2 (pulse-to-pulse fluctuations , Rayleigh density )

F,k — log(U 1), i 1, ... , M; (A9)

• For NSW = 3 (scan-to-scan fluctuations , chi-square density )

F’,k — 0.5 [log(U 1) + l o g ( U 2) I , i~ 1, ..., M; (AlO)

12
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• For NSW a 4 (pulse-to-pulse fluctuations, chi-square density )

= — 0.5(log (U,) + log (UM+~)) ,  j a  1, ..., M. (All )

The signal is next placed in the appropriate range cell and the adjacent range cells
by reducing the returned signal by a [(sin x)/x 12 pulse shape and a [(sin x)/x 14
antenna pattern. The return signal from the kth target is centered in range cell KR ,

K~~= integer ((R~ -R s)/~& R I ,  (A 12)

where Rk is the range of the kth target. The signal-retu rn reduction (F) in the adjacent
range cell Kr,

KT = K R +1, 1~~- 1,Q, 1 (A13)

(because of the (sin x)/x pulse shape), is given by

F ((sin Fd )/Fd] 2 , (A14)

where

Fd = 2.7832(Rk -R r)/i~R; (A15)

and

RT = (Kr + 0.5)i~.R + Rs. (A16)

At this time the indicator 1(Kr, is set equal to 1. Similarly the signal reduction (G) due
to the (sin x)/x antenna is given by

G=[(sin Gd)/Gd] 4, (A17)

where

Gd = 2 7832(A k 0)I03dB ’ (A18)

in which °3dB is the antenna 3-dB azimuth beamwidth and ilk is the . azimuth of the kth
target. Finally the signal (normalized by the clutter power C and noise power N) due to
the kth target in the Kr range cell (for the azimuth beam position specified by (Al)) is

S
i Kpew) = S

1 4old) + (G)(F)(Fik)Pk l(C + N). (A19)

The calculation indicated by (A13) throug h (A19) is first repeated for the adjacent
range cells indicated in (A13). Then the calculation indicated by (A7) through (A19) is
repeated for all NI targets in the reference cells. Thus, at the end of all the above repeti-
tions , S~, is the signal power in the ith pulse and jth range cell due to all the targets in
the reference cells.

13

- ~~~~~~~~~~~~~~~~~ - —p- ~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~ ~~~~~~~~~~ ~~~~~~~~~ ~~~~~ ——~~~~ ~~~~ 
., 

~~~~~ -



-
~~~

0. V. TRUNK

Next Rayleigh noise (and possibly correlated clutter) ii added to the signal to pro-
duce the total video return X4. The video return (because of computer speed considera-
tions) is generated for three distinct cases: clutter insignificant and no signal present in
the range cell, clutter insignificant and signal present in the range cell, and clutter signifi-
cant. The significance of clutter is indicated by (CXM) being greater than N, and signal
present in the jth cell is indicated by 1(j) a 1. Thus the ith return in the Jth cell (xe) is
given by the following:

• When clutter is insignificant ((C)(M) ~ N) and no signal is present in the j th cell
(1(j) = 0),

= ( — 2  log U1) 112 , I = 1, ..., M, (A20)

where the U~ are independent uniform random numbers (0.1), different for each I;

• When clutter is insignificant ((C)(M) ~ N) and signal is present in the jth cell
(1(j) = 1),

x~ 
= {[a1 cos 0, + ~/2 (S,~)h/2 ) 2 + (a, sin 0.)2} h/2 , (A21)

where

a, = [- 2 log U1] 1
~ (A22)

and

Ol =21 U,+M ;  (A23)

• When clutter is significant ((C)(M) > N), 
-

x~, = {[CX1 + a, cos Ø~ + (2S~)1/2 ]2 + (Cl’, + a sin ~ , )2}, (A24)

where the Rayleigh noise (a1 cos ‘t.’, and a, sin ~,) is given by

a = N’(- 2 log U~+ M) ”2 , (A25)

= 2,rU,.,.3~~, (A26)

and

N’ = [N/(C + N)] 1/2 , (A27)

the clutter is given by

CX1 = pCX,..1 + (1 - p 2) I/2 a sin 0 (A28)

and

Cl’, = pCY~_~ + (1 - p2 )~ ’2a cos 0 , (A29)
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in which

a ” C ’(— 2 log U11 112 (A30)

and

= 2TU1+2~ , (A31)

with

C’ = [C/(C + N) ] 1/2 , (A32)

and the initial clutter values are

CX0 = Ca 0 cos0~ (A33)

and

CY0 = C ’a0 sin 0~ . (A34)

Next a decision is made whether to use linear or log video. Then the M pulses are
integrated in each range cell , yieldin g the values

Xli ,  (A35)

which equation was given in the main text as (1). The detection threshold for the jth
range cell (j 12, 13, and 14) uses either all the reference cells, the minimum of the
reference cells, or the maximum of the reference cells. Furthermore , the threshold may
be either a one-parameter (mean ) threshold or a two-parameter (mean and variance)
threshold. Thus the mean is given by (2), (3), or (4). The corresponding mean squares,
the standard deviation , the two-parameter threshold , and the one-parameter thresholds are
given by (5) th rough (11).

Finally, detec tions are declared by comparin g Z12, Z13, and Z14 to ~‘12, T~3, and
T14 respectively. If Z1 is greater than T~, a detection is declared in the jth range cell, the
counter for number of detections (parameter labeled II) is increased by one , and the
following detection parameters are saved :

II the number of detections ,
Rs + (j+ 0.5)A.R the range of the detection ,

0 the azimuth of the detection ,
ZJ(C + N) the signal amp litude of the detection ,

Time the time of the detection.

Also, if any target lies within three range cells and 2.4 azimuth beamwidths of the
NTARth target, MER3(NTAR) is set to -1 , noting this target interfering condition.
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0. V. TRUNK

After the detection tests have been performed for the initial azimuth beam position
(IAZ a 1), all calculations are repeated for the other two beam positions. I f there are
target interfering conditions and if the target has not been detected on this mode or pre-
vious modes of this radar scan, ME R3(NTAR) is set to -1. Then one return s to the main
program.

I
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